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[TECHNICAL  BULLETIN]  BACKFLOW PREVENTER ASSEMBLY & INSTALLATION
For questions, contact support: support@bevi.co 1-866-704-2384

Required Tools and Materials

- Backflow Preventer ⅜ NPT: 108505-01
- ⅜” PTC to NPTF Plastic Fittings: 108507-01 (x2)
- ¼” Wide Thread Sealant Tape: 190-0022 (~10.5”)
- ⅜” Red Locking Clips: 350-0067 (x2)
- Tube Cutters
- Adjustable Wrench

Inspection and Assembly Procedures

1. Inspection Procedure
1.1. The devices and parts must be inspected for cleanliness before assembly.

1.1.1. Look carefully for any metal shavings
within the threads

1.1.2. If there is contamination and/or metal
shavings, do not use the parts.  Contact the
Bevi Quality team if unacceptable parts are
found.

2. Assembly Procedure
2.1. Tape Fittings

2.1.1. Apply 2-3 turns of tape around the threads
2.1.2. The tape should be installed on the threads of the

fitting in a clockwise direction so that the tape
tightens as the fitting is tightened.  Applying tape
in the wrong direction will result in the tape
balling up during fitting installation.

2.1.3. Ensure there is no tape overlapping the fitting
opening.

2.2. Install fittings
2.2.1. Finger tighten the fittings onto the backflow

preventer, one fitting per side.
2.2.2. Using a wrench, tighten the fittings an

additional 2-3 full turns.
2.2.3. The fittings can be hand/wrench tightened

while installed on the machine if they leak during testing.
2.3. Install backflow preventer

2.3.1. Install the backflow preventer in the machine per the Machine Installation
Instructions or Backflow Preventer Installation Tech Tip (see reverse page for
details)
Backflow Preventer Installation Guide Digital Version:
https://partners.bevi.co/hc/en-us/articles/1500001762402-TECHNICAL-BULLETIN-BACKFLOW-PREVENTER-INSTA
LLATION
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Test Procedure

After installation of the Backflow Preventer in the machine, turn on the water to the machine and observe the
device to ensure there are no visible leaks around the fittings.

● If there are leaks around the fittings, tighten the fittings as needed to stop the leak(s).
● If leaks persist, then there may be insufficient teflon tape. Proceed to remove fitting(s) and repeat

Step 2.1.
● Check to make sure the fitting is not cross-threaded.  If so, then use a new fitting before proceeding.

Remediation Process for Installed Machines

Countertop
- Turn off water to the system. NOTE: Check and turn off external Buffer

Tank if present.
- Dispense water from the head unit to relieve pressure.
- Use tube cutters to cut the outlet side tubing ~3” from the end of the

elbow fitting.
- Insert the inlet side of the backflow preventer on the tubing

connected to the outlet side of the filter  so that the arrows point in
the direction of water flow (away from the filter)

- Reconnect the other end of the cut tubing to the outlet end of the
backflow preventer

- Attach red clip to both sides of backflow preventer
- Turn on the water supply.
- Check for leaks at the connection locations on the backflow preventer.

V1.5 Standup
- Turn off water to the system.
- Turn off Buffer Tank
- Dispense water from the unit to relieve pressure.
- Locate the check valve below on the unit’s plumbing shelf.
- Cut the (2) zip ties securing the check valve to the plumbing shelf.
- Remove the red clips and the check valve.  Discard the check valve.
- Insert the backflow preventer with the arrow pointing in the direction of water flow (away from the filter).
- Re-insert the red clips on either side of the backflow preventer.
- Turn on the water supply and Buffer Tank.
- Check for leaks at the connection locations on the backflow preventer.

V1/V75 Standup
- Follow the same procedure as the countertop machine.

As always, if you have any questions please contact our support team at support@bevi.co.
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